
CAPACITY

DIMENSIONS

Standard configuration 
with folding seats

Passengers 15

8 + 3 seats

Length

Width

Height

Ground clearance

All season tires

Wheels

Empty weight

Gross vehicle weight

4774 mm

2160 mm

2721 mm

Between axles : 230 mm

215/60 R17 - Michelin Cross Climate

Alloy

2500 kg

3900 kg

Under automatic ramp : 180 mm
(if equipped)

Under the axles : 145 mm

Up to 4 standing

MOTOR

Motor

Drive wheels 2

Electric (Synchronous with permanent magnets)

22,6 kW nominal (32,9 peak)Power

Maximum operating speed (1)

Maximum slope (2)

Suspensions

25 km/h

12%

Hydraulic suspensions

AUTONOM® SHUTTLE 
EVO 3

Technical Specifications

(1) : Maximum operating speed depending of the vehicle configuration and customer site
(2) : Maximum slope depending of the vehicule configuration and customer site



ENERGY

Battery nominal tension

Battery Battery pack LiFePO4

77 Volts

420 Amp.hCapacity

Energy

Average theoretical autonomy

Charge duration 20%-80% (3)

Charging type

Charging temperatures (4)

Operating temperature

Storage temperature

32 kW.h

10 hours

Type 2- Standardized charging IEC 61851

3h30 (6kW, 230V, 32A)

From 0 to +45 °C

From -20 to +55 °C

From 0 to +30 °C

Automated Heat control

Automated Air conditioning Automatic regulation 12kW (2 X 6kW)

Automatic regulation 12kW (2 X 6kW)

12V Network for customer equipment

Seat belt pack for regular seats (lap belts)

Doors

Body

Windows

Visual information

Sound information

Lights

500 W

11 seats

Double-leaf door

Composite (Polyester+fiberglass)

Inside 15" touchscreens

Inside 28" display

Inside speakers

Full led

Laminated glass windshields

Sound warnings

Connectivity - V2X

4G LTE - 5G

OBU Lacroix (optional)

2 AVAS

Safety

Supervision : Cameras

Disabled access ramp

Standing apprehension Handle (x4)
handle (x2)

Emergency hammer (x1)

Safety Pack: warning triangle, 
safety jacket and first aid kit

37" Outside facing display (x 2)

Connectivity - internet

Buzzer

Klaxon

Windshield wipers command

Defrosting windshields

Automatic lights ignition

6 outside 120° + 
2 inside 198°

Manual ramp
Automatic ramp (optional)

Automatic - Rain sensor

Manual

Light Sensor

STEERING

Curb to curb turning radius

Steering wheels 2x2

9,9 m

EQUIPMENTS

Tempered Safety Glass(side + corner)

Fire extinguisher

(3) : Duration under optimal conditions

(4) : Optimal charging temperature : from 10°C to 35 °C

Wall to wall turning radius 10,2 m



360° multi-layers lidars

360° mono-layer lidars (certified)

Radar (certified)

GNSS RTK (Real Time kinematic GPS)

Cameras 

IMU

6

2

2 antennas

6 outside 120° + 2 inside 198°

1 unit

2

SENSOR SET

Odometry Wheels encoders

Emergency stop button

Battery Safety System

Hazard warning lights

SOS intercom

TPMS : Tire Pressure Management System

Emergency brake

2 buttons

1 button

2 buttons - Supervision call

1 sensor per wheel

Automatic

Manual circuit-braker

SAFETY

Parking Brake Automatic
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